
 
NanoClear® stencil coating

Features and benefits:

 ■ Increases efficiency
 - Reduces the frequency of cleaning
 - Allows time for more production or SPI 

 ■ Reduces cost
 - Less cleaning uses less USC fabric and solvent
 - Less expensive than alternative wipe-on coatings 
 - Easy to apply to new or existing stencils
 - Chemically inert when dry to ensure no possible 

interaction with paste
 - Forms a permanent bond and can be reapplied 

as it only adheres to uncovered areas 
 - REACH compliant
 - Compatible with stainless steel or nickel stencils
 - One pouch will coat one stencil (measuring up to 

29“ x 29”)

NanoClear® STENCIL COATING

Part number Description
SAP DEK
03128620 431800 Box of 10 wipes 

Self-applied fluxophobic stencil coating technology delivers high performance 
stencils in a cost-effective wipe. Designed to overcome the challenges of smaller 
aperture sizes, the NanoClear® coating offers a unique solution to improve cleaning 
effectiveness and reduce cleaning frequency.

Functional
tail group
repels flux

Phosphonate
head group
bonds to stencil

 5 nm max.
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All information and illustrations in this brochure  are provided “as is” and without any warranties of any kind, whether expressed or implied, including but not limited to,  
implied warranties of satisfactory quality, fitness for a particular purpose and/or correctness.  

The contents of this brochure are for general information purposes only, do not constitute advice, and are subject to change without notice. ASMPT therefore makes no 
warranties or representations regarding the use of the content, details, specifications or information contained in this brochure in terms of their correctness, accuracy, 
adequacy, usefulness, timeliness, reliability or otherwise, in each case to the fullest extent permitted by law.  Please contact ASMPT for the most current information.  
Any specific performance features and/or capabilities will only be binding if contractually agreed upon. 

All product names are brands or trademarks of ASMPT or other suppliers. Unauthorised use by third parties may violate the rights of their owners. 
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